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1. Software Register

Please register the software as the following steps:

s Remarkl: The registration steps for all protocol analyzers are the same; you can complete the registration
by following procedures. Following is an example on how to register the Protocol Analyzer BUS.

% Remark2: We won’t have additional notice for you, when there is any modification of the module
specification. If there is some unconformity caused by the module version upgrade, users should take the
module software as the standard.

STEP 1.  Open the Logic Analyzer and select the Add Bus/Protocol Analyzer item on the pull-down
menu of the Sampling(S) to open the Add Bus/Protocol Analyzer dialog box.
Sampling(S) DatalD) Tools(T) Windg

Single Run FS
Repetitive Run Fe
Auka Run

Sampling Setup ...
Trigger and Find. ..

Signal Filker Setup. ..

Add Bus/

STEP 2.  Select Protocol Analyzer item in the Add Bus/Protocol Analyzer dialog box, expand the Other
Type, and select the BUS.
Add Bus/Protocol Analyzer |E|E|

Busz Type Selection
{" Bus {* Frotocol Analyzer

Deseription

EUS V1.00. 00 (CHOL)

Digital Temperature
Sensor

Find: |E

Tou hawe not registered the protocel analyzer,
pleaze register first.

Enter Serial Key: |Flease enter you product ey

Register | Get Serial Key |

| Hext | Cancel |
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STEP 3.  Enter the Serial Key of the BUS under this Model, and then press the Register.
Add Bus/Protocol Analyzer |E|g|

Busz Type Selection
{" Bus {* Frotocol Analyzer

Deseription

EUS V1.00. 00 (CHOL)

Digital Temperature
Sensor

Find: |B

Tou hawe not registered the protocel analyzer,
pleaze register first.

—
Enter Serial KeQPle& enter you product key
a Eeglsters Get Serlal Kew

| Hext | Cancel |

STEP 4.  After the Register is successful, press the Next.
Add Bus/Protocol Analyzer |E|r>__(|

Busz Type Selection
™ Bus (* Frotocol Analyrer

Description

EUS ¥1.00. 00 (CHOL1)

Find: |g|
' Cancel
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2. User Interface

Please refer to the below images to select options of setting HDMI CEC Module.

HDMI CEC Configuration Dialog Box
PROTOCOL ANALYZER HDMI CEC

Pin Assignment Protocal Analyvzer Property

Channel: A0 - [~ Oprcode Decoding

Protocal Analyzer Format

Item Color [rata Format Item Color Daka Format

Addr To “t|Default - Data m Default -
Initiator Addr m Default - Opcode | |Default -

Pin Assignment:
HDMI CEC only needs one channel to decode the signals, the default is AO.

Protocol Analyzer Property:
Opcode Decoding: Users can select the Opcode Decoding or not, the default is not selected.

Protocol Analyzer Format:

The Color of each Item can be varied as the users’ requirements. The Items (Addr From, Addr To, Data,
Initiator Addr and Opcode) can be set as Binary, Decimal, Hexadecimal, ASCII or Default. And the Data
Formats of these Items (Addr From, Addr To, Data, Initiator Addr and Opcode) in the Waveform Display Area
and Packet List are controlled by the Protocol Analyzer. The default Data Formats are controlled by the main
program and the Data Formats of these items (Addr From, Addr To, Data, Initiator Addr and Opcode) are the
Default.
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3. Operating Instructions

STEP 1.  Select the Add Bus/Protocol Analyzer item on the pull-down menu of the Sampling(S) to open
the Add Bus/Protocol Analyzer dialog box.

Sampling(S) DatalD)  Tools(T) Wik

Single Run Fg
Fepetitive Run F& |
Auka Run

Sampling Setup ...
Trigger and Find...

Signal Filker Setup...

STEP 2. Select the Protocol Analyzer item in the Add Bus/Protocol Analyzer dialog box, expand the
Digital Audio Type, select the HDMI CEC and then press the Next.

Add Bus/Protocol Analyzer |2|rg|
Buz Type Selection
i Bus Frotocol Analpzer
+ PC Spstem Description
+- IC Interface T Uzers can control the A
L . cohhected devices of the
~- Digital Audio HDMI interface with the help of
125 %1.14.00(CHOT] the HDMI CEC signal. such as
SAPDIFY1.27.00[CHOT One Towch Play and Spstem
STBuz Y1.05.00(CHOT) Standby. That iz to say, if users

place a wideodizc in the Blue-
light Flager, the televigion will
turn on automatically when
receiving the CEC sighal =
infarmation, and then the video

+- Basic chatinel will switch ta the w
< | -
Fird:
l’ Cancel
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TEP 3.  Set the Pin Assignment.
PROTOCOL ANALYZER HDMI CEC

Bssignment Protocal Analyvzer Property

Channel: [~ Oprcode Decoding

Protocal Analyzer Format

Item Color [rata Format Item Color Daka Format

Start 8 [oefaur -] EOM m [efaut ]
&ddr From m Defaulk - BiK m ’ﬁ
Addr To m Default A Data m m
Initiator Addr m m Opcode ’m

Default | Back |

Cancel |

TEP 4. Set the Protocol Analyzer Property.
PROTOCOL ANALYZER HDMI CEC

Pin Assignment hnalyzer Properky

Channel: A0 - [~ Opcode Decoding

Protocal Anakyzer Format

Item Calor Data Farmat Ttem Colar Data Format

Start EOM T
Addr From m Defaulk - Bk m j
addr To m Defaulk - Data m ’m
Initiator Addr m m Opcode ’m

Default | Back |

Cancel |
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TEP 5. Set the Protocol Analyzer Format.
PROTOCOL ANALYZER HDMI CEC

Pin Assignment Protocaol Analvzer Properky

Channel: A0 - [~ Oprcode Decoding

Protocol Analyzer Format

Colar Daka Format Item

ECM
Addr From m Default - AK

Addr To m Diefault :‘v Data
Defaul - Cpcode

Default | Back | Cancel |

STEP 6. Press the Next to finish all settings.
PROTOCOL ANALYZER HDMI CEC

Fin Assignment Protocol Analyzer Property

Channel; a0 - | Opcode Decoding

Protocal Anakyzer Format

Item Color Data Format Item Color Data Format

Start EOM m [efaut ]
Addr From m m Ak m ’—_|
Addr To m Default bl Data m Defaulk -

Initiator Addr m m Opcode ’m

Default | Back Cancel |
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STEP 7.  Please enter the Bus Name, select Yes, please delete or No, please reserve and then press
Finish.
Add Bus/Protocol Analyzer |E|rz|

Flease input the Bus name:

|BUsO

Do pou want to delete the other Buzes and channels in the
zoftware?

" ez please delete

7N
Back ’ Cancel

STEP 8.  Following pictures show the completion of the protocol analyzer decoding and packet list. The
trigger condition is set as Either Edge; the memory depth is 2K; the sampling frequency is 10KHz (the
sampling frequency should be more than 4 times higher than the signal to be tested).

Protocol Analyzer Decoding
Addr From : 0X3
iome| 3ms [ | 1 LT LT LT LI 1 1] I_IMTJI
22. 267s
22. 267s
22. 267s
22. 267s
22. 267s
22, 267s
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Packet List

Mavigatar Packet List Skatistics

| Memory Analyzer

’; Narne TimeStamp | ISR At Erom ) IEEERna o AcK [EECIDEEaaen Ot
[+ Jewi¢omice) | 149ms Jowt | 3 | F oo | oA |i|1]
oM | ACK O

Packet # Mame TII[I':‘_thH[_I

E E\usl(HDMI CEC) 82.5ms
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