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1 Software Download

Please download the software as the following steps:

Remark: We won’t have additional notice for you, when there is any modification of the module
specification. If there is some unconformity caused by the module version upgrade, users should take the
module software as the standard.

STEP 1.  Visit the website of Zeroplus: http://www.zeroplus.com.tw.

STEP 2.  Click the English in the Instrument Division part on the Homepage.

(= ZPEEFH I B PR 25 5] - Windows Internet Explorer LEX

5\«_—’_; - |g, hittp: e, zeraplus. cam, buf V| || X% |Google | 2
File Edit \Wiew Favorites Tools Help
Google ‘ v|;-:l Search ~ < g2 ~ s~ share~ &~ [ sidewid ~ % Check ~ & Translate ~ @ €~ () SignIn v
W | EmmrbERLS) [ -8 & e @ros- "
@ ZEROPLUS
®
‘ Video Gome Accessory Division
WEEE SRR
English
fEEZ|HE Instrument Division
B mmea @ X English
PRGAEEZEE Entertainment Division
3D/5DIIAEEAR METSA =1
[§ & meernet HA00% v >
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STEP 3. Click Products menu or select Protocol Analyzer item from its pull-down menu to go
straight to STEP 5.

(= About ZEROPLUS - Windows Internet Explorer

@ - |g| http: f v, zeroplus.com, bw/logic-analyzer_en/ "“EHE‘ ‘Google HEE‘
File Edit Wiew Favorites Tools Help
Google ‘ v|£‘ Search ~ - &2~ s~ Share = B~ [ Sidewid ~  “% Check ~ &a Translate = &4~ () SignIn v
w® & IgnbuutZERopLus [_] - & - [reage - @ress - 7
China Hi-Fair ELEXCON 2010 9
, ZEROPLUS  cloxcn g\, 1, Comenton & Extibtion Contor a2 §5

» Home W SITE MAP W ER8E /21 /¢

INSTRUMENT Dept.

o [ [

Certificae ot Complasce

Service D

News Centre

Protocol Analyzer Module

More than 55 different protocols from
multi-media, automotive, IC interface,
Memaory to PC system and protocols
including 12C, UART, SPI, etc. We can
) provide customized protocol decoding.

Are you satisfied with the Media Cente

Zeroplus Technology?
Tak

option

12009}ZERORLUSIProtocollAnalyzerfAward)

Fron Fr

——————
£l Ay tall

[8 €D nternet Hlo0% v g |

STEP 4.  Click Protocol Analyzer icon.

(= About ZEROPLUS - Windows Internet Explorer

% - |g| hitkp: v, zeroplus .com, bw/logic-analyzer_en/products,php b ‘ |E‘ |z‘ ‘Guugle

Eile Edt VWiew Favorites Tools Help

Google ‘ v|g:‘ search ~ 4 2~ o~ share = &~ [ sidewid »  “ Check ~ Translate = 2 €~ () signIn ~
w o [gnbuut ZEROFLUS ]_l fa - B - [cheese - Grods -

>

China Hi-Fair ELEXCON 2010

H

H

ZER 2010 November 16-21 Booth:2C56 ©
OPLUS =.E-Exm Shenzhen Convention & Exhibition Center Hall 2 i

» Home » SITE MAP B2 /{#{F | English

MENT Dept.

out Mews Centre Products Buy Ci Service Distri oDM ical Support I:l

Products > Products Home / Products /

ic Analyzer

LAP-C Series 7 LAP-B Series. LAP-A Series Protocol Analyzer
-

\ 07 -+ |_.E‘.j-‘; E

tocol Analyzer

ess0ries
itware Development Kit

ional Software LAP-C(322000})

_SPI Control Center ¢ . Internal Clock (Timing Mode) : 100Hz~200MHz

o Warnnm * Adlhite o
£/ il ]l\
Done [ €D internet Hlo0% v o
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STEP 5. Click Low Pin Count in the PC System column.

{= About ZEROPLUS - Windows Internet Explorer

@@v |E hkkp: ffuwwae  zeroplus, com. bwylogic-analyzer_en/products. php v| | X |

File Edit Wew Favorites Tools  Help

Go 8[E| v | search - @D - cfa- | @ sharer B+ sidewiki ~ % Check ~ 7 €4 v ()signIn -
p— = - »
w o I@Ahout ZEROPLUS I } Fo v E] =+ b page v (0 Todk -
Autornative L
- CAM 2.0B - D&l Bus - FLEXRAY 214 - LN 21
- VB - WTB
AUTOMOTIVE
PC System
| - Compact Flash 4.1 LPC-SERIRQ - LPT
] - PCI - Psi2 - SD2.0/SDI0
- UARTIRS- +USB 11
. 232C1422/485
IC Interface
- HFI S JTAG 2D - MCU-51 DECODE - MICROWIRE
I c - SIGNIA 6210 - SLE4447 - 851 Interface - ST7669
IC INTERFACE
Digital Audio |
- ACOT - HD Audio - HDMI CEC -125
- PCH - SIPDIF - 8TBus
DIGITAL AUDIO
.
4 | &
L@ € mternet F100% v

STEP 6. Click Software in the Products page. When the File Download dialog box appears,
you can click Save button to save the compressed files.

(= About ZEROPLUS - Windows Internet Explorer.

@.\—}. - |g http: f v, zeroplus, com, beflogic-analyzer_en/products, php?pdn=7é&product_id=44 V| ([ X |

File Edit ¥ew Favorites Tools Help

Go 8[E| ~ | M search ~ o G2 - ofa~ share~ G- sidewikl + A% Check =+ ? &4 v () SignIn ~
= - »

W I@About ZEROPLUS 5 B - b Page - 0 Tooks -

~

HIOG UG

est Measure And Best Quolity

Products >3 Products Home [ Products /

Logic Analyzer

Specifications Features
Protocol Analyzer

Accessories

Software Development Kit

Optional Software

12C-SPI Control Center

) User Manual

= INQuUIry «

M
< | >
hitkp: j v, zeraplus, com.bwflogic-analyzer_enftechnical_support_search, php?model=Lowe20Pin 200 Eﬂ 0 Inkernet F00% v
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2 Software Installation

STEP 1.

& C:\Documents and Settings\ dministrator\Desktop\Protocol Analyzer Low Pin Count_w10900

File Edit Miew Favorites Tools  Help

@ Back @ @ p Search % Folders v

FIAT] 7 2 123 B 2F
'qu‘—’t, 1 886-2-66202225
@g: 1 886-2-22234362
www.zeroplus.com.tw

Address | Ci\Documents and Settings\Administrator\DeskkopiProtocal Analyzer Low Pin Count_yv10900

File and Folder Tasks @

— -
e £
) I Aukorun,inf
Protocol Analyzer Low Pin Setup Information
1 KB

Counk_w10900
Readme_Simplified. bxt
gt

a Make a new Folder
. Fublish this Folder to the
Web

@ Share this folder

Readme_English.txt
Text Document
& kB

Other Places

@ Deskiop

E Iy Documents
Shared Documents

Readme_Traditional bxt
Text Document
S KB

Setup.exe
Setup Application
ZERCPLUS

IR RE AW

g My Computer
g Iy Metwork Places

Details

2F., No.123,Jian Ba Rd,

Chung Ho City, Taipei Hsien, R.O.C.
Tel: 886-2-66202225

Fax: 886-2-22234362

Open the downloaded folder to install Protocol Analyzer Low Pin Count.

1.24 ME

EBX
L
v B
| i My Computer _I

STEP 2. Click Install.

e e

Protocol Analyzer Low Pin Count_¥1.09.00

ZEROPLUS

PROTOCOL ANALYZER
SETUP

2010 ZERQOPLUS Comporation All Rights Ressnyed
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STEP 3. Click Next.

Protocol Analyzer Low Pin Count - InstallShield Wizard E'

Welcome to the InstallSheld Wizard for Protocol
Analyzer Low Pin Count

The Ingtalls hield ‘wizard will install Protocaol Analyzer Lo
Pin Count an your caomputer. Tao continue, click Mext,

Cancel |

STEP 4.
Protocol Analyzer Low Pin Count - InstallShield Wizard

Select | accept the terms of the license agreement, and then press Next.

Licenze Agreement

Fleaze read the following icense agreement carefully.

LICENSE AGREFEMENT

([

IMPORTANT-FEAD CARFFULLY : Thizs LICENSE AGREENMENT

15 entered into effect between ZEROPLUS Technology Co., Lid
(heremafter “FEROPLUS™) and Custorner (Individual or Fegistered
Cornpaty),

Wheteas, FEROPLUE owns a software product, including computer
software as a package product for certain computer products, relevant 7

* i accept the termsz of the license agreement

ze agreement

<Eack® Cancel |
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STEP 5. Fill in users’ information in the below dialog box and click Next.

Protocol Analyzer Low Pin Count - InstallShield Wizard

Customer Information

Fleaze enter your information.

Uszer Mame:

|M icrosoft

Company Mame:

|L|ser

[nztall this application for:

* Arywone who uzes this computer [all users)

" Only for me [Microzaft)

< Back G&hl Cancel |

\/

STEP 6. First, select Complete and then click Next.
Protocol Analyzer Low Pin Count - InstallShield Wizard

Setup Type
Select the setup type to install,

Fleaze select a setup type.

All program features will be installed. [Reguires the most dizk space.]

" Cuztom
ﬁ Select which program features you want installed. Becommended for

advanced users.

< Back ® Cancel
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STEP 7. Click Install to begin the installation.

Protocol Analyzer Low Pin Count - InstallShield Wizard

Ready to Inztall the Program
The wizard iz ready to begin installation.

Click Install to begin the installation.

[f wou want ta review or change any of your inztallation zettings, click Back. Chck Cancel to exit

the wizard.

Cancel

STEP 8. Click Finish to complete the installation.

Setup has finizhed inztalling Protocol Analyzer Low Pin Count
Oh Your computer.
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3 Software Register

STEP 1.  Open the Logic Analyzer and group the unanalyzed channels into Bus1 by pressing the
Right Key on the mouse. Low Pin Count needs six channels to decode signals, so it is necessary to
group six or more channels into a Bus.

Busf3ignal Trigzger Filter :

| R B |
& Iy an | “\c’”-lv-l_||_||.

Trigzer Filter

@ 25
Group into Bus ><: }{
2 2
Copy Channel A3 A B 4]

Y
Delete Chanmel Py X ><:
&AT
s a5 oa K B
# E0
Format Row 3 & M A0 }{ ><

# Bl
AORT T | B

STEP 2. Select Busl, then press Right Key on the mouse to list the menu, next press Bus
Property or Bus icon on the toolbar to open Bus Property dialog box.

Bus/Siznal Trigger Filter

__@. T e Ly v vy

ﬂLr Sampling Setup ...

ﬂ, Channel=s Setup . ..

Bus Froperty ...

Ungroup from EBus Citrl+u

Add Chanmel ...

& L8 Delete A1l Chanmels
Bestore Default Chanmels

o KT
Format BRow b
# 50 Rename
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STEP 3. For Protocol Analyzer Low Pin Count Parameters, select Protocol Analyzer, and then

choose ZEROPLUS LA Low Pin Count MODULE V1.09.00(CNO01). Next click Parameters

Configuration to open the PROTOCOL ANALYZER Low Pin Count dialog box
Bus Property §|

Bus Setting
"~ Bus ‘

- Register... ‘

Protocol Analyzer Setting

{*" Protocol Analyzer Parameters Config .. ‘ >

i~ ZEROPLUS LA CAM 2,06 MODULE W1, 32 EIEI
* ZEROPLUS LA I2ZC{EEPROM 24LC561 (24LC562) MODLLE W1,
= ZEROPLUS LA T2 MODULE w2.01.03

~ ZEROPLUS LA PT2262/PT2272 MODULE Y1,00.00{CM01)
(~ ZEROPLUS LA S2CwirefAS2Cwire MODILE W1,00.00(CN01)
= ZEROPLUS L& SHT11 MODULE %1.00,00{CN01)

W

= SEEAR e R SET RAAEI I 44 Ae

W Use the DsDp Find

Mare Protocal Analyzer

[e]'s | Cancel | Help ‘

STEP 4. Press Register tab to type the serial key number of Low Pin Count. Then, press

Register.

PROTOCOL ANALYZER Low Pin Count

The Low Pin Count protocal analyzer decoding function iz an optional purchazed
itern W elcome o purchase its senal key to activate thiz function far pour neceszsary.

[f you ordered zoftware or have questions about ardering zoftware please follow the
appropriate instructions below, Our sales team will respond ta your enquine as soon as

poszible.

»» By phone: 386-2-66202225

+» Applications through Email: zervice_2i@zeroplus. com. bw
=3 Wiebsite: hittp: £ A, zeroplus. com. b

Copyright[C] 1997-2010 ZEROPLUS TECHMOLOGY CO. LTD.

< Reqister | ) Cancel | Help
—
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STEP 5. After pressing the Register button, the following dialog box will appear; it denotes that
the Low Pin Count has been registered successfully.

PROTOCOL ANALYZER Low Pin Count

< Congratulation Low Pin Count decoding function haz been activated!>

[F pou have questions about operating software pleasze follow the appropriate instructions
below. Our technical support team will be happy to answer any questions you hawve.

»» By phone: B86-2-6R202225
+» Applications through Email: zervice_2@zeroplus. com. bw
= Webasite: hittp: /A, zeroplus. com. b

Copyight(C] 1937-2010 ZEROFPLUS TECHNOLOGY CO. LTD.

0k | Cancel Default Help
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4 User Interface
In the configuration, please refer to images below to select options of setting Low Pin Count module.

Low Pin Count Configuration Dialog Box

PROTOCOL ANALYZER Low Pin Count

: Configuration l F'acket] Data Fl:urmat] Hegister]

Fin &zgignment
LCLE: Al - LaD[3]: a2 - Lab[il: Ad -

L/FRARE: &1 - LaD[2]: A3 - Lab[og: A5 -
Protocol Analvzer Property

Sampling Mode:  |FalingEdge = Transmizzion Direction:  |[M5E-L5B =

[ Decoding Address is the 03

Pratocol Analyzer Color

l—
Start Data -_| Tar -_|
Spnc -_| |dzel -_| Addr -_|
SizedMzize -_I Channel Stop -_I
Cyct-Drir -_I

] | Cancel Drefault Help

Low Pin Count Pin Assignment:

LCLK: It is a clock channel and, its frequency is 33MHz. The default is AQ.
L/FRAME: It is Start/Stop channel and its default is Al.

LADI[3]: It is the highest bit of the data signal line and its default is A2.
LADI[2]: It is the second bit of the data signal line and its default is A3.
LADI[1]: It is the third bit of the data signal line and its default is A4.
LADIO0]: It is the lowest bit of the data signal line and its default is A5.

Protocol Analyzer Property:

Sampling Mode: Two options are listed, Falling Edge and Rising Edge. The default is Falling Edge.
Transmission Direction: Two options are listed, LSB->MSB and MSB->LSB. The default is
LSB->MSB.

Decoding Address is the 0X:
When the Item is selected, the value can be entered from 0 to OXFFFFFFFF. When the value of
Address is the entered value, the decoding will be displayed. The default is not selected.

Protocol Analyzer Color:
The protocol analyzer colors can be varied by users.

13/20

Copyright © ZEROPLUS TECHNOLOGY CO., LTD. All rights reserved. FMO7F1C
Publication Release:



FIVAI] T 2 123 B 2F 2F,, No.123,Jian Ba Rd,
¥ ﬂEﬂ E ﬂg ﬁ ﬁ BE N\ a [EF:  886-2:66202225 Chung Ho City, Taipei Hsien, R.0.C.
A /AN il - 8g6-2-22234362 Tel: 886-2-66202225

Zeroplus Technology Co., Ltd. www.zeroplus.com.tw Fax: 886-2-22234362

Low Pin Count Packet Dialog Box
PROTOCOL ANALYZER Low Pin Count

Configuration l Data Fu:urmat] Hegister]

[tern Colar [tem Colar

[v Stark v Size/Msize l
v Data l ¥ Channel l
v Tar l v Stop l
v Sync l v Cyct-Dir l
v ldzel l v Descrbe l
o A B

] 4 | Cancel Default Help

In the packet dialog box, users can vary the color of items.
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Low Pin Count Data Format Dialog Box

PROTOCOL ANALYZER Low Pin Count

Eunfiguratinn] Packet [Data Format lHegister]

Start: " Binary " Decimal ™ Hewxadecimal £ ASCI
Data: " Binary " Decimal ™ Hexadecimal = ASCI
Sync: " Binary " Decimal ™ Hewxadecimal " ASCIH
[dzel £ Binary " Decimal  f* Hexadecimal £ ASC
Addr " Binary " Decimal ' Hexadecimal £ ASCl
Size/Maize; " Binary " Decimal  f* Hexadecimal £ ASCI
Channel: ™ Binary " Decimal ™ Hexadecimal " ASCI
Cyct-Dir " Binary " Decimal Hexadecimal £ ASCI
ITI Cancel Drefault Help

Users can set the Data Format of the Start, Data, Sync, Idsel, Addr, Size/Msize, Channel and Cyct-Dir
as their requirements. When selecting the option, Activate, the data formats are decided by the
settings in the Protocol Analyzer; when not selecting the option, Activate, the data formats are
decided by the settings in the main program.

Copyright © ZEROPLUS TECHNOLOGY CO., LTD. All rights reserved.
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Low Pin Count Register Dialog Box
PROTOCOL ANALYZER Low Pin Count

Congratulation Low Pin Count decoding function hag been activated)

|f your hawve questions about operating software please follow the appropriate instructions
below. Our technical suppart team will be happy to answer any questions you have.

»» By phone: B86-2-66202225
»» Applications through Email: gervice_2Ezeropluz. com. by
»» Webszite: btk & s, 2eropluz. conn, by

Copyright(C] 1937-2010 ZEROPLUS TECHNOLOGY CO. LTD.

(] 4 | Cancel Drefault Help

There is Zeroplus company information. If you have any questions about software operations, you
can contact Zeroplus by Telephone or Email.
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5 Operating Instructions

STEP 1.  Open the Logic Analyzer and group the unanalyzed channels into Bus1 by pressing the
Right Key on the mouse. Low Pin Count needs six channels to decode signals, so it is necessary to
group six or more channels into a Bus.

Bus/3ignal Trigger Filter ’
I I I 1 1 1 1
~
‘( w4 Channels Setup . .. Fus/3ignal Trigger Filter
& [ Analog Wawveform 3 B |- B |-
o Group inte Bus Ctrlti # A0 4 4
At VIS 53
”~ I3 PV 2
Copy Chanmel
F T Delete Chanmel AT AT le x
7 AT s 4
& O & S -
Format BRow [ }{ >€
# Bl &0 24 #l

STEP 2. Select Busl, and then press the Right Key on the mouse to list the menu, next
click Bus Property to open Bus Property dialog box.

Bus/5ignal Trigger Filter
I 1 1
= H [ [l
111.'. Sampllng Setup ...
K Setup ...

ElS
4
4
UIngroup from EBus Cirl+U
y Add Chanmel ...
4
P Delete A1l Chanmels
Restore Default Chanmels
o AT
Format Bow b
# B0 Rename
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STEP 3. For Protocol Analyzer Parameters Configuration, select Protocol Analyzer. Then,

choose ZEROPLUS LA Low Pin Count MODULE V1.09.00(CNO01). Next click Parameters
Configuration to open the Configuration dialog box.

Bus Property El
Bus Setting

" Bus |
: |

Reqgister...

Pratocal Analyzer Setting

(* Protocol Analyzer Parameters Config ...

i~ ZEROPLUS LA CAN 2,08 MODULE VY1, 3
= ZERQPLUS LA I2C(EEPROM 24LC561 /2400362 MODULE W1, T
i~ ZEROPLUS LA I2C MODILE V201,03

e TS S 7 2 TIOLLE W L I T
‘(@ ZEROPLUS L& Low Pin Count MODULE 41,039,001

T D TE DE i X ==

" ZEROPLUS LA PT2262/PT2272 MODULE %1.00.00(CN01) —
= ZEROPLUS LA S2CwireAS2Cwire MODILE Y1.00.00{CM01)
= ZEROPLUS LA SHT11 MODULE Y1.00.000CN01)

= AR E A ST RS I

w
a4 A

W Lse the DsDp Find

Mare Pratocal Analyzer

QK | Cancel ‘ Help ‘

STEP 4.  Set the channels for Low Pin Count in Pin Assignment section.
PROTOCOL ANALYZER Low Pin Count

l F'au:ket] Data Furmat] Hegister]

Pj frment

LCLK: A0 - LaD(3): a2 - LAD[1T: a4 -

)
L/FRAME: |41 - LaD[2T: &3 - Lana): A5 - |/

Protocol Analyzer Propery

Sampling Mode:  |FalingEdge = Transmizzion Direction:  |MSE-:LSE -

[ Decoding &ddress is the 03
Pratacol &nalyzer Calar
Size/Mzize m Channel Stop -_|

(] 4 | Cancel | Drefault Help
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®

STEP 5. For Protocol Analyzer Property, choose either Falling Edge or Rising Edge as the
Sampling Mode. Then, choose LSB->MSB or MSB->LSB as the Transmission Direction. Next, set
the Value of Decoding Address in the range from 0 to OXFFFFFFFF.

PROTOCOL ANALYZER Low Pin Count

Carfiguration l F'au:ket] [rata Fu:urmat] Flegister]

Fin &zsignment
LCLE: Al - LAD[3L a2 - LAD[E ad -
LFRaME: |1 =] Leppr fas ~|  Leppp a5 -
Protocal &nal Eraprerie
Sampling Mode: Im Tranzmizzion Directiuﬁ\\
v Decoding Address is the 03 ’W A )

{

Pratoca o /

Start [ats m Tar -_|
Sync e - B -« I
Size/Mzize -_I Channel Stop -_I
Cyet-Drir -_|

QK. | Cancel | D efault | Help |

STEP 6. Set the Protocol Analyzer Color.

PROTOCOL ANALYZER Low Pin Count

Carfiguration l F'au:ket] [rata Fu:urmat] Flegister]

Fin &zsignment

LELE: A - LAD[3]: Az - LAD[T: &4 i

L/FRAME: |A1 hd LaD[2): A3 - LAD[OL: &5 hd

Protocol Analyzer Property

Sampling Mode:  |FalingEdge = Trangmission Direction:  |MSBE->L5B -
v Decoding Address is the 03 FFFFFE0

Pratocol Analyzer Colar

Drata m
el L e
Charhel Stop -_I

QK. | Cancel | D efault | Help
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STEP 7. Following picture shows the completion of the protocol analyzer decoding. The
trigger condition is set as Either Edge; the memory depth is 128K; the sampling frequency is
200MHz (the sampling frequency should be more than 4 times higher than the signal to be
tested).

Protocol Analyzer Decoding

F* ZEROELUS LAP-C (321000) Standard ¥3.08(CN02) (S/H:000000-D000) — [Low Pin Count.als]

fi File BusfSignal Trizzer Fom/Stop Data Taols Hindow Hel .
0O & =1 B LE E b M »||< | 50% ~|d% ¥+ Page |1 j Count |] j
[ =] | & l} i | - ,m‘ W TR e A By Ij LA & &5 e» | Height |26 = || Trigger Delayl:
Seale:Z4. 18519Tns Display Fo=: 55T, 452256ns & Fo=:-322.63%uz |« A - T = 322.635usz |= & - B = 251.602435usz |+
Total (655, 36us (56, 36usz) Display Range:252. 522334ns ™ 1.492082us:-71, 035us |» B - T = T1.032565us w Compr—Rata:No
. . N !A
Bus/Signal Trigger Filter L 40|3. IT48|31|91\5| 5%4. |ET4|30|3I\S\ E‘?S. SUUIZSITI\SI TEI»S. 52E|»27|2n? S?T 452|25|EmsI 1| UUS3ITB\|15 , 1‘. 1293|04\|.\s , 1I 250%3\1'5 , ll. 3711‘56\;15 , 1I 4
H —U.uw Pir B - T 0X0
# LCLE A0 i 130ns 128ns 125ns 128ns 126ns 128ns 128ns 128ns ‘ 128ns 128ns |
# L/TRAME | 0T P 500ns 4.04us
& LaD[0] b4 i 1. 75us
LAD[1] B O 750ns 1. 2Bus
~ Lanf2] B 24 1. 75us
#Ln0Es] | o 24 760ns 1. 2Bus
P B 24 341. 14Fus
PN B 24 341. 14Fus
# 52 B2 | 5 341. 145us
B3 3 & & 341. 146us
# B4 B4 | & 341. 145us
Vs | & 341. 145us v
< B > < BIG >

Packet List

EROPLUS LAP-C (321000} Standard ¥3. 08{(CH02) (S5/N:000000-0000}) — [Low Pin Count.als]

i File Bus/Signal Trigger Run/Stop Data Tools Hindow Help BEES

bR & Blaaa I b 126K ~ .“u“. i |2l]I]MHz x| o0 [s0% <[ de S5 Page [1 | Comnt |1 |
@ = @Ok i B - [2e.085197 - ol Ax B T b BR [E] &5 e Height |26 | Trigger Delay
Seale:24. 18519Tns Display Pos:88T. 452256ns & Pos:-322.635us |+ A - T = 322.635us |+ & - B = 251.602435us |+
Total :B55, 36us (56, 36us) Display Range:282. 822334ns ~ 1.48208Zus:-T1. 035us |+ B - T = T1.032565us « Compr-Rate:No
Eusfsig\al Trigger Filter - ‘4DI3 |748I31I9nsl 5?4 IET‘%BDIBI\S‘ E‘?S SDDIZSITI\SI TSIE 526I27I2n? SS‘TXS%ZSISI\SI 1I DDS3ITB\IJSI 1‘ 1293lﬂdllls , 1I 250?3\1} , 1I 3711‘55‘15 , 1I 4‘!A
H —a_w Pir =l B [ 1 0X0
# LCLE A0 ] 130ns 125ns 125ns 125ns 125ns 126ns 125ns 126nz ‘ 126ns 126nz |
# L/FRANE & 500ns 4.94us
# Lan[n] 24 1. 7Bus
LaD[1] 24 \ 760ns 1. 2Bus
~ Lanfz] 5 1. T5us
# LaD[33] & 7E0ns 1. 25us
# B0 B0 & 341. 145us
# Bl Bl & 341. 145us
# B2 B2 & 341. 145us
B3 B2 & 341. 145us
# B4 B4 % 341. 145us
£ B i B 341. 145us v
¥ < ¥||< 3¢ »
*  Sething... ||W| Export,.. | Synch Parameter. ., | IoF 17 Mk MWW DR IW Th IW BE BW 5D FL TR TIW
Packet # TimeStamp | EETERTM | CYCT-DIR. | [ADDRN TAR

T+ [ eusiGowrncom “

Packet # Mame Tim mp
IR LTIy

MName Tim mp
_ Bus1{low Pin Count) 10.62us

MName Tim mp
_ Bus1Low Pin Count) 15.905us

Ready End! DEMD
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