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1 Software Register

Please register the software as the following steps:

sk Remarkl: The registration steps for all protocol analyzers are the same; you can complete the
registration by following procedures. Following is an example on how to register the Protocol Analyzer

BUS.
% Remark2: We won’t have additional notice for you, when there is any modification of the ~ module
specification. If there is some unconformity caused by the module version upgrade, users should take the

module software as the standard.

STEP 1. Open the Logic Analyzer and select the Add Bus/Protocol Analyzer item on the pull-down
menu of the Sampling(S) to open the Add Bus/Protocol Analyzer dialog box.
CarmplinglS) DatalD)  Tools(T) Win

Single Run FS
Repetitive Run Fa |
Auko Run

Sampling Setup ...
Trigger and Find...

Signal Filker Setup...

L
dd

|
=g 1 L= PR

Add BusProkocol Analyzer...

STEP 2. Select the Protocol Analyzer item in the Add Bus/Protocol Analyzer dialog box, expand the
Other Type, select the BUS.
Add Bus/Protocol Analyzer, fz|

Buz Type Selection
" Bus * Protocol Analyzer

BUS 41.00.00(CHOT | DS

Digital Temperature Senzor

Find B

You have not regiztered the protocal analyzer,
pleaze register first.

Enter Seral Key: Fleaze enter pou product key
Fieqister | Get Serial ey ‘
| Mext | Cancel |
3/10
Copyright © ZEROPLUS TECHNOLOGY CO., LTD. All rights reserved. FMO7F1D

Publication Release:



FIVAI] T 2 123 B 2F 2F,, No.123,Jian Ba Rd,
Chung Ho City, Taipei Hsien, R.O.C.

ZENEBROERAS B e
H |§JE£E’ : 886-2-22234362 Tel: 886-2-66202225

b Zeroplus Technology Co., Ltd. www.zeroplus.com.tw Fax: 886-2-22234362
STEP 3. Enter the Serial Key of the BUS under this Model, and then press the Register.

Add Bus/Protocol Analyzer,

Buz Type Selection
i~ Bus * Protocol Analyzer

Drezcription

BIS %W1.00.00[CHO7]

Diigital Temperature Senszar

Firnd B

“ou have not registered the protocol analyzer,
please reqister first

—

|Pleaze enter you product kew —

< Reqgister > Fet Senal Key

| VS | Cancel

STEP 4.  After the Register is successful, press the Next.
Add Bus/Protocol Analyzer

Buz Type Selection
" Bus + Protocal Analyzer

Dezcription

BUS %1.00.00[CHOT)

Digital Temperature Senzor

Find B

'l' Cancel
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2 User Interface
Please refer to the below images to select options of setting PSB Interface MODULE.

PROTOCOL ANALYZER P5SB Interface

Pin Assigrrment

Zhannel; a0 -

Prokacal Analvzer Properky

[v Decoding Checksum Baud Rate: 4800 | [ auto
(Mim: 1, Max: 10000000}

Protocol Analyzer Formak

Item Color Daka Format Itemn Color Daka Format
SYNC -_I [Defaut - Start o

CMD/Daka I—_| To Address -_I Im
WTR I—_| From Address 500 m
Data -_I m Command o Default -
Checksum -_I Im Takn -_I

Default | Back. Zancel |

Pin Assignment:

Set the needed channel from the dropdown menu.

Protocol Analyzer Property:

Decoding Checksum: Users can select whether the value of Checksum is decoded.

Baud Rate: The baud rate can be selected from the dropdown menu or entered within the range of
1bps~10Mbps as users’ requirements. When Auto automatically is activated, the baud rate can be
found automatically without users setting; and then the value of the baud rate will be displayed on

the dialog box.

Protocol Analyzer Format:

Users can vary the color of the protocol analyzer as their requirements. The Items (To Address,
From Address, Data, Command, Checksum) can be set as Binary, Decimal, Hexadecimal, ASCII or
Default. And the Data Format of these Item (To Address, From Address, Data, Command,
Checksum) in the Waveform Display Area and Packet List is controlled by the Protocol Analyzer.
The default Data Format is controlled by the main program and the Data Format of these items (To
Address, From Address, Data, Command, Checksum) is the Default.
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STEP 1.

Dat

Operating Instructions

Wit

Tools(T)

Sampling(S)

Single Fun

Repetitive Run

Aubo Fun

Sampling Setup

Add Channel,

Trigger and Find. ..
Signal Filker Setup. ..

alm)

Fa

Add Bus

STEP 2.

FIFLT B 123 B 2F
F’;@ 1 886-2-66202225
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expand the Others Type, select the PSB Interface and then press the Next.
Add Bus/Protocol Analyzer

Buz Type Selection
" Bug

—|- Others
ModBus ¥1.21.00[CHO

PSE Interface %1.04.0

s, o O,
OPEMTHERM 2.2%1.0
PROFIBUS WA.01.00[C
D518B20%1.00.00[CHI
DS51302%1.01.00[CHO
SHT11%1.00.00[CHOT

E

W
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Select the Add Bus/Protocol Analyzer item on the pull-down menu of the Sampling(S)
to open the Add Bus/Protocol Analyzer dialog box.

Select the Protocol Analyzer item in the Add Bus/Protocol Analyzer dialog box,

X

f* Protocol Analyzer

Dezcription

PSB Interface [Plantronics
Senal Buzg) iz one kind of the
tranzmizzion formats uzed in
the Bluetooth earphone. [tis
mainly uzed to contral the key
-prezs of Bluetooth earphone.
The zpecial characternistic of
FSE Interface uszes the
Checksum decoding mode; the
definition of Level iz divided
into three kinds, which are Bit1,
BitD and Rate; it can be

q Memt i > Cancel

STEP 3.

Set the needed channel from the dropdown menu in the Pin Assignment.
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PROTOCOL ANALYZER PSB Interface

Pin Assignmegt

Protocol Analyzer Property

v Decoding Checksum Baud Rate: 4300 »| [ auko

{Min: 1, Max: 10000000%

Protocol Analyzer Format

Tkerm Color Diata Format Tkem Color Diata Format
SYNC -_| [oefa <] Start W [oefaik <]
CMD|Data (I Ta Address -_| Defauk =
WTR (I From Address | |pefait <]
Data -_| lm Command Defaul =
Checksum -_| m Takn -_|

Default ‘ Back.

Cancel |

STEP 4. Set the needed baud rate within the range of 1bps~10Mbps. The Auto option should be
selected when users want to find the baud rate automatically.

PROTOCOL ANALYZER PSB Interface

Pin Assignment

Channel: a0 -

Protocol Analyzer Property

Iv Decoding Checksum Baud Rate: 4300

(Min: 1,Ma: 10000000

Protocol Analyzer Format

Item Calor Data Format Ttem Calor Data Format
SvMC -_| [Defaut <] Skark - T
CMD|Data | I Ta Address -_| Defaul =
WTR | I From Address | |pefaut
Data -_| Defaul | Command | |pefaut  ~
Checksum -_I ’m Takn -_I

Default | Back.

Cancel ‘

STEP 5.  When users need to use Checksum, they should select the Decoding Checksum option;
otherwise the option is no need to be selected.
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PROTOCOL ANALYZER PSB Interface

Pin Assignment

Channel; an -

Protocol Analyzer Property

[v Decoding Checksum Baud Rate: 4500 «| [ auto

(Min; 1, Manc: 100000007

Protocol Analvzer Format

Tkem Color Data Format Ttem Color Data Format
SYhC -_| [oefat ] Start W [oefaur  ~|
CMD|Data Bl [Cerar <] Ta Address -_| Defaul =
WTR Bl [Cerar <] From Address | |pefaur  +
Data -_| ’m Command Defaulk -
Checksum -_| ’m Takn -_|

Default | Back.

Cancel ‘

STEP 6.  Set the Protocol Analyzer Format.

PROTOCOL ANALYZER PSB Interface

Pin Assignment

Channel; a0 -

Protocol Analyzer Property

[v Decoding Checksum Baud Rate: 4300 | [ auto

(Min: 1, Mac; 10000000)

Protocol Analyzer Format

Iterm Daka Formak Tkem Daka Formak

Start

jpefaut <
To Address
pefautt ]

C

CMDJData

From Address

Default - Command
Default - Takn

Default | Back

Cancel
STEP 7. Press the Next to finish all settings.
8/10
Copyright © ZEROPLUS TECHNOLOGY CO., LTD. All rights reserved. FMO7F1D

Publication Release:



FREBER(AARASE

Zeroplus Technology Co., Ltd.

®

PROTOCOL ANALYZER PSB Interface

FIFLT B 123 B 2F
‘F&r@ 1 886-2-66202225
[Hdr - 886-2-22234362
www.zeroplus.com.tw

2F., No.123,Jian Ba Rd,

Chung Ho City, Taipei Hsien, R.O.C.
Tel: 886-2-66202225

Fax: 886-2-22234362

Pin Assignment

Channel; an

Protocol Analyzer Property

[v Decoding Checksum Baud Rate: 4500 «| [ auto
(Min; 1, Manc: 100000007
Protocol Analvzer Format
Tkem Color Data Format Ttem Color Data Format
CMDJData To Address -_| Default -
WTR. From Address -_| Default -
Daka -_| Default  + Command | |Defaulk -
Checksurn -_| Defaulk - Takn -_|
Diefault | Back Cancel
STEP 8. Please enter the Bus Name, select Yes, please delete or No, please reserve and then

press Finish.

PROTOCOL ANALYZER D51302

Pin Assignment Protocal Analyzer Property
SCLE: A0 = P ransmissen | paMsE v
RST: Al -
Protocol Analyzer Format
I -
f Az Settings. ..
Default Back Cancel
STEP 9. Following pictures show the completion of the protocol analyzer decoding and the

packet list. The trigger condition is set as Either Edge; the memory depth is 128K; the sampling
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frequency is 200KHz (the sampling frequency should be more than eight times higher than the signal
to be tested).

Protocol Analyzer Decoding
e emc  J Start { /Command (To Address :
I 420us [ 105us | 105us [40]  17ous  [40] 170us 40| 170us

16. 756z

16. 756z

16. 7563

16. 756s

16. 756=

16. 756=

16. 756=

16. 756=

Packet List

Mavigakar Packet List | Memary Analyzer

Mame

Bus1(PSB Interface)

| | | |
JfCommand 01 Start Mo Response 23 Start 45
| | | | [ [ Checksum | Takn
Start &7 Start 29 Start AR Start CD Start EF Start 3F Takn
= | | \
0o Start | Response | = | Start FEEETE

47

| | [ ﬁ |
Ctart | Response | R | Start 10 | Start |

fData
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