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1 Software Download

Please download the software as the following steps:
Remark: We won’t have additional notice for you, when there is any modification of the module

specification. If there is some unconformity caused by the module version upgrade, users should take the
module software as the standard.

STEP 1.  Visit the website of Zeroplus: http://www.zeroplus.com.tw.

STEP 2.  Click English in the Instrument Division part on the Homepage.

B (=]e]

(= ZEROPLUS TECHNOLOGY, CO., LTD. - Windows Internet Explorer,

—— —r— =

‘t_:'j”{_':_jf - ‘& hktps v, zeroplus,com, e/ £ Start Search VH"'_#Hil |Guugle H}J '|

File Edit Wiew Favorites Tools Help

W [EZEROPLUS TECHNOLOSY €O, LTD. lil [T il = - [ Page v (i Tools +
L

Video Game Accessory D

Amusement Division
AREVEITERE

ZEROPLUS WORLD
PREIRGEH R

ZBEE 45 AR A BB 4> Sl wnan zaranhic com fus hs)
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STEP 3.  Click Products menu or select Protocol Analyzer item from its pull-down menu to go

straight to STEP 5.

= About ZEROPLUS - Windows Internet Explorer

a electronica & &
9 . March 15— 17, 2011
@ ZEROPLUS Productronica China 20n 1 Our Booth: 1367

Shanghai New International Expa Center Hall E

INSTRUMENT Dept.

MNews Centre

Total: 1.3s compr-rate: 247.816

Data Compression

The ZEROPLUS incorporates a

sophisticated compression algorithm

which enables more data to be captured \L
without loss of any information.

Zeroplus Technology?

option
free

ontion

(_| i

€. Online Survey
Are you satisfied with the Media Center of

Take §

GB - ‘i] Rkt i, zeroplus .com. bw/logic-analyzer_enj € Start Search VHE‘ |z| |Google

i Fle Edt  Wiew Favorites Tools  Help

W e [gnbout ZEROPLUS l_l o = v [rPage - {FTooks -
o]

optio
free

ontin ¥
a3

STEP 4.  Click Protocol Analyzer icon.

bout ZEROPLUS - Windows Internet Explorer

R

G@ - ‘ﬂ http:/ fwww  zeroplus.com.bw/logic-analyzer _enfproducts.php € start Search VHE‘ |z| |Gmgle

i Fle Edt  Wiew Favorites Tools  Help

W k}nbout ZEROPLUS lil R = [hpags - GFTock - 7
-

% electronica & .
. . March 15— 17, 2011
@: ZEROPLUS Productronica China 201 , Our Booth: 1367

Shanghai New Intermnational Expa Center Hall E

> Home P SITEMAP MSIEB /liE /Eng

About News Centre Products Buy C Service Distril 'ODM ical Support l:l@

Products >> Products Home [ Products |

Logic Analyzer

Protocol Analyzer o 2

L

Accessories
Software Development Kit

Optional Software LAP-£(322000)
12C-8P| Control Center . Internal Clock (Timing Mode) = 100Hz~200MHz

\n / . Memory s B4libits

. Memory Depth(Per Channel) : 2Mbits

< i |

LAP-C Series +* LAPB Ssn’es‘ = " LAP-A Series Protocol Analyzer
E
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STEP 5.  Click Philips RC-5 in the Infrared rays.

= About ZEROPLUS - Windows Internet Explorer

€ Stark Search V| || X |Google

5':;1 - |E, hkkp: j v zeraplus .com.bwflogic-analyzer_enfproducts . phpattop_pratocol

B

FIFLT B 123 B 2F
T ¢ 886-2-66202225
[Hdr - 886-2-22234362
www.zeroplus.com.tw

=

© Fle Edt  Wew Favorites Tools  Help
— = - »
W [@About ZEROPLUS l \ fi - B - & - [:eage - G Took -
s
Mermory
+ 1-WIRE + 3-WIRE - 12T + I2C(EEPROM 24L)
- [2C{EEFROM + MICROWIRE(EEPROM - SPI + SPI(EEPROM AT25F)
241 C561/24]1 CS562) 93C)
MEMORY - SFIFLUS - SAMSUNG KA(NAND - UNIO
Flash
Optoelectronics
- T-SEGMENT LED - CCIRB56 - DAL Interface - DM4DM1E
' -D - LCD12864 - LCD1602 - LG4572
AS2Cwire - SCCB
OPTOELECTRONICS
Infrared rays
+ IRDA + NEC PDG122 + Philips RC-6
& + PT2262/PT2272
INFRARED RAYS
Power
- HDQ - PMBus 1.1 j=inle] - 8MBus 2.0
PO'WER L
Wireless v
3

STEP 6.
you can click Save button to save the compressed folder.

= About ZEROPLUS - Windows Internet Explorer

B |E, hkkp: f v zeraplus .com.bwflogic-analyzer_en/products. php?pdn=78product_id=325 V| || X |Google | P
: Fle Edt  ¥ew Favorites Tools  Help
. —— = = »
W oo [Unbout ZEROPLUS ] \ i - B - &= v [rpage - G Tools -
S i = A
S PR T
DEUEE
jes! Measure And Bes Quaiity
Products >> Products Home [ Products /
Logic Analyzer
|
Protocol Analyzer
Accessories
Software Development Kit
Optional Software
12C-8P! Control Canter = = u
) User Manual Software
! -
2 INquiry «
M
< 3
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2 Software Installation

STEP 1.  Open the downloaded folder to install Protocol Analyzer Philips RC-5.

& Protocol Analyzer Philips RC-5_v10100 EBE)X)

File Edit ‘ew Favorites Tools Help ”
@ Back = @ < @ p Search E‘; Folders
Address |E1| [:\Documents and Settings’ 123\ DeskiopiProtocol Analyzer Philips RC-5_w10100 le_| Go

~—
File and Folder Tasks O Ej English

a Make a new Folder

. Fublish this Folder to the Autorun
‘Wb 1 Setup Information
ket Share this Falder KB

= Readme_Simplified
== | TextDocument

Help

Readme_English
Text Docurnent
& KB

Readme_Traditional
Text Docurnent

[0 m [ m @I

=
Other Places = 4 KB 4KE
@ Desktop T\ cetup
E My Documents r Setup Application

ZERCPLUS

Shared Documents
g My Cornpuker
ﬁ Iy Metwork Places

Details @

Protocol Analyzer Philips
RC-5_v10100
File Folder

Drate Madified: Today, April 01,
2011, 2:09 PM

STEP 2. Click Install.

IS

Protocol Analyzer Philips RC-5_¥1.01.00

ZEROPLUS

PROTOCOL ANALYZER =
SETUP 5

2011 ZERQPLUS Cotporation  All Righte Ressred
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STEP 3. Click Next.
i Protocol Analyzer Philips RC-5 - InstallShield Wizard X

Welcome to the InstallShield Wizard for
Protocol Analyzer Philips RC-5

The Installshieldif) Wizard will install Protocol Analyzer Philips
R.Z-5 on your computer. To continue, dlick Mext,

WaRMNIMG: This program is protected by copyright law and
international treaties,

Cancel

STEP 4.
i Protocol Analyzer Philips RC-5 -

Select I accept the terms in the license agreement, and then press Next.
InstallShield Wizard

License Agreement

Please read the Following license agreement carefully,

LICENSE AGRFEMENT -

INPORTANT-FEAD CAREFULLY : This LICENSE AGREEMENT s

entered into effect between FERCOPLITS Technology Co., Lid. Chereinafter
“FEROPLITE™ and Customer (Individual or Registered Company).

Whereasz, FFROPLUE owns a software product, including computer
software as a package product for certain computer products, relevant
mtmnadmﬁr pros dun:t mfnﬂnatmn electronic file and internet on-line
e and service. known as " ZEROPLUS b

{:}I do niok accept the terms in the license agreement

< Back Q[ Mext = J’ [ Cancel

7120

Copyright © ZEROPLUS TECHNOLOGY CO., LTD. All rights reserved. FMO7F1D
Publication Release:



beE Sk RN S AV 5 B2 2R, No.L23Jian Ba R
H A 'F’“; : 886-2-66202225 Chung Ho City, Taipei Hsien, R.O.C.

STl
|EG§: 1 886-2-22234362 Tel: 886-2-66202225
Ze r(:,':,I us Tec h no I°gy co -3 Ltd - www.zeroplus.com.tw Fax: 886-2-22234362

STEP 5. Fillin users’ information in the below dialog box and click Next.
i Protocol Analyzer Philips RC-5 - InstallShield Wizard

Customer Information

Please enter wour information.

ser Mame:

Organization:
kelly

Install this application For:

(%) Arvone who uses this computer {all users)

only For me (kelly)

< Back Mext = ]) [ Cancel

STEP 6. First, select Complete and then click Next.
i Protocol Analyzer Philips RC-5 - InstallShield Wizard

Setup Type
Choose the setup type that best suits vour needs,

Please seleck a setup kype.

All program Features will be installed. {Requires the most disk
Space. )

Choose which program Features vou want installed and where they
will be installed, Recommended for advanced users,

< Back i Mext = } Cancel
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STEP 7. Click Install to begin the installation.
i Protocol Analyzer Philips RC-5 - InstallShield Wizard

Ready to Install the Program

The wizard is ready to begin installation.

Click. Install ko begin the inskallation,
IF wou want bo review or change any of wour installation settings, click Back, Click Cancel to
exit the wizard,

‘ Cancel

Install

STEP 8. Click Finish to complete the installation.
i Protocol Analyzer Philips RC-5 - InstallShield Wizard

InstallShield Wizard Completed

The Installshield Wizard has successfully installed Protocol
Analyzer Philips RC-5, Click Finish bo exit the wizard.

Cancel
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3 Software Register

STEP 1.  Open the Logic Analyzer and group the unanalyzed channels into Busl by pressing the
Right Key on the mouse. Philips RC-5 only needs one channel to decode signals, so it is necessary to
group one or more channels into a Bus.

Buz/Signal Trigger Filter ﬂ

IE an | s [ s | I_|J

ﬂLr Sampling Setup ...
dlal i, Channels Setup ...
& Az

A

analog waveform »

. a4 aroup into Bus Trigger Filter
7 EE N B =
7 AE Add Channel ... — B B
Copy Channel |
< F A1 A0 e |
AT Delete Channel % i
# B[ Delste Al Channels & A2 42 | 2
7 B Restore Defaulk Channels B AT AT B B
& B2 Format Row y o oA A o e
Fename e o
R o] ey & AR AR ] -]

STEP 2. Select Busl, then press Right Key on the mouse to list the menu, then press Bus
Property or Bus icon on the toolbar to open Bus Property dialog box.
Buz/Signal Trigger Filker =

L 0
ﬂL,. Sampling Setup ...

&L
F
IJngroup from Bus kU
oL
Add Channel ... —_
P
'y B

F . Delete all Channels

Restore Default Channels

F
”E Faormat Row 3 B
Renarme —
& Beoo e s
B3 E=
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STEP 3. For Protocol Analyzer Philips RC-5 Parameters Configuration, select Protocol
Analyzer, and then choose ZEROPLUS LA Philips RC-5 MODULE V1.01.00(CNO01). Next click
Parameters Configuration to open the PROTOCOL ANALYZER Philips RC-5 dialog box.

Bus Property P§|

Bus Setting
" Bus ‘

— | El
[

Prokocol Analvzer Setking

* Protocaol Analyzer

- ZEROPLUS LA PMEBus 1,1 MODULE Y1,12,000CM01) A
¢~ ZEROPLUS LA PSE Interface MODILE ¥1.04,00(CMOL)
i~ ZEROPLUS LA PT22E~2II'F'T22?2 MODULE W1,00,00(CH01)

i~ ZEROPLUS LA SDQ MODLILE W1.01,000CN01L)
 ZEROPLUS LA SIGMIA 6210 MODILE ¥2,06.00{CM01)
i~ ZEROPLUS LA SLE4442 MODILLE ¥1.21.00

e P T I Tl B ol W | o PP R N Pl Y I T o T R T B e T Tl N T TR

[v Use the DsDp Find

W

Maore Protocol Analyzer

0] 4 | Cancel | Help |

STEP 4. Press Register tab to type the serial key number of Philips RC-5. Then, press
Register.

PROTOCOL ANALYZER Philips RC-5

]

The Philipz RC-5 protocol analyzer decoding function iz an optional purchazed
item.\Welcome to purchaze ite serial key to activate thiz function for your neceszany.

If wau ordered zoftware or have questions about ardenng software please follow the
appropriate instructions below Our zales team will rezpond bo pour enquing az zooh as

poszible.

»» By phone: 886-2-66202225

»» Applications through Email: service_2imzeroplus. com. by
»» Website: hittp: /e, zeroplus, com, by

Copyright{C] 1337-2011 ZEROPLUS TECHMOLAOGY CO.LTD.

A
( R eqgizter I > Cancel Help
-
11/20
Copyright © ZEROPLUS TECHNOLOGY CO., LTD. All rights reserved. FMO7F1D

Publication Release:



1 886-2-22234362 Tel: 886-2-66202225
Ze roplus TeCh n°|ogy co' ’ Ltd = www.zeroplus.com.tw Fax: 886-2-22234362

ﬁnE S| E E& E N\ El FIVFI 3 7 %5 128 ¥ 2F  2F, No.123Jian BaRd,
H A F’;@ : 886-2-66202225 Chung Ho City, Taipei Hsien, R.O.C.
[Eeelr

STEP 5.  After pressing the Register button, the following dialog box will appear; it denotes that
the Philips RC-5 has been registered successfully.

PROTOCOL ANALYZER Philips RC-5

Eunfiguratinn] F'au:kel] [rata Format H

< Congratulation Philips RC-5 decoding function hagz been activated! >

If you have guestions about operating zoftware pleagze follow the appropriate instructions
below. Our technical support team will be happy to answer any guestions you have.

»» By phone: 886-2-66202225
»» Applications through Email: service_2imzeroplus. com. by
»» Website: hittp: /e, zeroplus, com, by

Copyright{C] 1337-2011 ZEROPLUS TECHMOLAOGY CO.LTD.

0. | Cancel D efault Help
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4 User Interface

In the configuration, please refer to the below images to select options of setting Philips RC-5
Module.

Philips RC-5 Configuration Dialog Box
PROTOCOL ANALYZER Philips RC-5

l F'au:ket] Data Fu:urmat] Hegister]

Fin Azzignment
Channel: A -

Protocal Analyzer Property

b ode Selection: FReceive - Baud Rate: REZ2 RO [ Auto

. . [Mit: T b ax: 1 DOOOC0C])
[~ 52 iz the Extended Bit of Command

Protocal Analyzer Colar

Ta

T1 Addrezs Command

51 52

Ok | Cancel | Drefault ‘ Help ‘

Pin Assignment:
Channel: It only needs one channel to decode the signals.

Protocol Analyzer Property:

Mode Selection: Set the Mode to Receive or Transmit, and the default is Receive.

S2 is the Extended Bit of Command: When selecting this option, S2 is the Extended Bit of
Command, S2 is added to the last bit of the Command, and the default is disabled by default.

Baud Rate:

1. Auto: When selecting the option, Auto, the Baud Rate will be calculated automatically by decoding,
and the calculated correct value will also be displayed.

2. Manual Input: The default of the Baud Rate Setting is Manual Input, and the default value is
562.50, which is the usual transmission speed. Users can enter the value from 1bps to 10Mbps.

Protocol Analyzer Color:
Users can set the color of each item in this part.
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Philips RC-5 Packet Dialog Box
PROTOCOL ANALYZER Philips RC-5 X

Canfiguratian } [rata Fu:urmat] Hegister]

[term

Iv 51

v 52

v TO

v T1

[v Address

[v Caommand

k. Cancel | Default ‘ Help ‘

In the Packet dialog box, users can vary the color of items and set the item to be displayed.

Philips RC-5 Data Format Dialog Box

PROTOCOL ANALYZER Philips RC-5

Cu:unfiguratiu:un] Packet D[ataFarmat I Hegister]

W Bictivate
Address: " Binary " Decimal % Hexadecimal " ASCI
Command: " Binary " Decimal  * Hexadecimal " ASCH

Ok | Cancel | Drefault ‘ Help ‘

Users can set the Data Format of the Address and Command as their requirements. When selecting
the option, Activate, the data format is decided by the settings in the Protocol Analyzer; when not
selecting the option, Activate, the data format is decided by the settings in the main program.

14/20
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Philips RC-5 Register Dialog Box
PROTOCOL ANALYZER Philips RC-5

Cu:unfiguratiu:un] F'au:ket] Diata Fomat |

Congratulation Philips BC-5 decoding function has been activated!

If you have questions about operating software please follow the apprapriate instructions
below. Our technical zupport team will be happy to answer any guestionz you hawve.

»» By phone: 886-2-66202225
»» Applizations through Email; zervice_2@zeroplus. com. bw
> Wwebsite: hittp: Ay zeropluz. com. b

Coppright{C] 1937-2011 ZEROPLUS TECHMOLOGY CO..LTD.

OF. | Cancel | Default ‘ Help ‘

There is written Zeroplus company information. If you have any questions about software operations,
you can contact Zeroplus by Telephone or Email.
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5 Operating Instructions

STEP 1. Group the unanalyzed channels into Bus1 by pressing the Right Key on the mouse.
Philips RC-5 only needs one channel to decode signals, so it is necessary to group one or more
channels into a Bus.

Buz/Signal Trigger Filter ﬂ

fﬁ an | s [ s 1 |_|J
i, Sampling Setup ...

7 Al i, Channels Setup ...

& e
a Analog Waveform 3
r .-’-‘-. faroup inko Bus Chrl+iG Trigger Filter
# AE T ool B |
7 AE add Channel ... — 5 5
Copy Channel |
7 &A1 A0 e ]
a7 Delete Channel B &
& B Delete &l Channels & L2 b2 by o
7 B Restore Defaulk Channels B A3 40 o B
& B2 Format Row y o Y ] Bl
Renarme - —
B3e # 45 10 = e
oo o s & AR AE & i

STEP 2.  Select Busli, then press Right Key on the mouse to list the menu, then press Bus
Property or Bus icon on the toolbar to open Bus Property dialog box.
Buz/Signal Trigger Filker =

I 1 1 1
— ’ [ o [ om l"_ll"_'t(_}(:
i, Sampling Setup ...

¥, Channelemekper

&L
i
ngroup from Bus Chel+L
s
Add Channel .., —_
L
g B

F Delete All Channels

Restore Default Channels

P L
#E Format Row ]
Renarne —
& beoe wE B
B3 E-
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STEP 3.
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For Protocol Analyzer Philips RC-5 Parameters Configuration, select Protocol

Analyzer, and then choose ZEROPLUS LA Philips RC-5 MODULE V1.01.00(CNO01). Next click
Parameters Configuration to open the PROTOCOL ANALYZER Philips RC-5 dialog box.

Bus Property

Bus Setting

3

" Bus

— |

Protocol Analyzer Setting

{* Protocol Analyzer

El
-

i~ ZEROPLUS LA PMBus 1,1 MODULE ¥1,12,00(CN01)
i~ ZEROPLUS LA PSE Inkerface MODULE W1.04,000CNOL)
i~ ZERCPLUS LA F'T2262,I'PT22?2 MODULE %1,00,00(CM01)

= Y
" !E‘J‘

i~ ZERCPLUS LA SDQ MODLILE Y1.01.00{CNOL)
i~ ZEROPLUS LA SIGMIA 6210 MODULE ¥2,06,00{CNO1)
i~ ZERCPLUS LA SLE4442 MODLULE Y1.21.00

R N L T o N R T R T T AT TR S

= IEEAE LT A CRAR. .-

[v Use the DsDp

More Protocol Analyzer

o]

Cancel |

Set the Channel.
PROTOCOL ANALYZER Philips RC-5

STEP 4.

f.] Packel] Data Furmat] Hegister]

Fin Azsignment
Channel: Al

Protocol Analyzer Property
Receive

| 52is the Extended Bit of Command

Mode Selection:

Pratocal Analyzer Calar

51

T1 Address

52 ~| 10

Baud Rate:

562.50 [ Auto

[Mirc1 M ax:1 0000000

Cormmand

o |

Cancel | D efault | Help
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STEP 5. Set the Mode Selection to Receive or Transmit.
PROTOCOL ANALYZER Philips RC-5

l F'au:ket] Data Furmat] Hegister]

Pin Azsighment
Channel: a0

Protocaol &nalyzer Property

Receive = Baud Rate: hE2.50 [ Auto

Mode Selection:
[Mir: T,k ax:10000000)

|~ 52ig the Extended Bit of Command

Protocol Analyzer Colar

51 - sz -l 10 B
T1 -_| Address m Cornmand

(1] | Cancel | Default | Help |

STEP 6. Set the S2 is the Extended Bit of Command.

PROTOCOL ANALYZER Philips RC-5

Configuration l F'au:ket] [rata Furmat] Hegister]

Pin Azsighment
Channel: a0

Protocaol &nalyzer Property

Receive = Baud Rate: hE2.50 [ Auto

Mode Selection:
[Mir: T,k ax:10000000)

[v 52 iz the Extended Bit of Cammand

Protocol Analyzer Colar
51 - sz -l 10 B
T1 -_| Address m Cornmand

(1] | Cancel | Default | Help |
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STEP 7.  Setthe Baud Rate in the range from 1bps to 10Mbps, and the default is 562.50.

PROTOCOL ANALYZER Philips RC-5

Configuration l F'au:ket] [rata Furmat] Hegister]

Pin Azsighment
Channel: a0 -

Protocaol &nalyzer Property

Mode Selection: Receive Baud R ate: RE2 A0 [ Auto

[Mir:1 M ax:10000000)

[v 52 iz the Extended Bit of Cammand

Protocol Analyzer Colar

-_| Address m Cornmatd

T

(1] | Cancel | Default | Help |

STEP 8. Following pictures show the completion of the protocol analyzer decoding and the
packet list. The Compression function is activated. The trigger condition is to set as Either Edge; the
memory depth is 2K; the sampling frequency is 400 KHz (the sampling frequency should be more
than 4 times higher than the signal to be tested).

Protocol Analyzer Decoding
T ZEROPLUS LAP-C(3212B) Standard V3.10(CNO2) (S/N:000000-0000) - [Philips RC-5.alc] [Z][E][g]

"b File BusfSignal Trigger Run/Stop Data Bls “Nindow Help =k
e B &) o %Q?‘#'rr"v{: b @ | m||[50% v #i Page |1 | Count 1 -

B E e x §Om 8- 38wy s % e Iy B ® -|25 % | Heigit [30 || TriggerDelay [ 2.5us |
Scale:341.813083us Display Pos:7.861701ms APos-406.095ms > A-T=406.095ms |* A-B=T5us |~
Total:498.86ms Display Range:-683.626166u... B Pos-406.02ms ™ B-T=406.02ms | 7| Compr-Rate:97.434
Bus/Signal Fiter i B s 2 . M ﬂ‘.‘
@ J 885 1.77ms 885 885 885 885[890] 88b 880 1.??5m5_1
@ - “ 905- 905- 905- 905- . - 1.?95m5.—
& 8262 B & | 497 896ms
f8ee = @ 497 395ms
A4 i ™ @ 497 .895ms
& A5 A5 b & 497.895ms
# LB AE #® & 497 895ms
& AT AT e & 497.895ms
B = @ 497.895ms s
< Y e 2 e 7 £ J E
Ready End! DEMO
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Packet List

FIVHI]{ e 7 25 123 B 2F

: 886-2-66202225
: 886-2-22234362

www.zeroplus.com.tw

2F., No.123Jian Ba Rd,

Chung Ho City, Taipei Hsien, R.O.C.
Tel: 886-2-66202225

Fax: 886-2-22234362

ZEROPLUS LAP-C{32128) Standard ¥3.10(CNO2) (5/N:000000-0000) - [Philips RC-5.alc]

'ﬁ; File BusfSignal Trigger RunfStop Data Tools  Window  Help
DB S | @ 9w @I p s 0ok <] @ [00kHz ] o] [50% +|% #5 Page 1 <l coumt 1 -
] @k ROV B - 3081308 ] 2 RGP Ax BT b0 PR &) ~ | &5 #» | Height [30 - Trigger Delay
Scale:341.813083us Display Pos:8.203514ms APos-406.095ms ~ A-T=406.085ms |~ A-B=Thus |
Total: 498 86ms Display Range:-341.813083u.. B Pos-406.02ms = B-T=406.02ms |~ Compr-Rate:37.434
w
Bus/Signal Tioger | Fie | , |, 1.3B7250ms 3076318ms | 4785383ms | BAD4449ms  B20354ms  9.912579ms 11.621645ms 13.33071ms | 15.039776ms 15.53
- -| @ - s Commands : 0X10
s X & J885 1.77ms 886 866 885 886|890 686 886| 1.775ms| 1.7
[ |
s A1 B @ 905 905 905 905 1.795ms
#8282 # & 497.895ms
fgue B @ 497 395ms
s A B B8 497 895ms
P 5 & 497 895ms
b d
x_ Setting...l ReF:ash_| Expo_rt..] Syn_chP;rameter... | B
MName -
Bus1{Philips RC-5) -857.5us 51|52 | T0:0 oo 10
lReadi/ Enﬂ DEMC T
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