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1 Software Register

Please register the software as the following steps:

% Remarkl: The registration steps for all protocol analyzers are the same; you can complete the registration
by following procedures. Following is an example on how to register the Protocol Analyzer BUS.

s Remark2: We won’t have additional notice for you, when there is any modification of the module
specification. If there is some unconformity caused by the module version upgrade, users should take the
module software as the standard.

STEP 1. Open the Logic Analyzer and select the Add Channel/Bus item on the pull-down menu of the
Sampling(S) to open the Add Channel/Bus dialog box.

Sampling(S)  Hardware(H) Data(D) 1

Single Bun FS
Repetitive Run Cirl+Fs
Auto Bun

Sampling Setup ...
Trigzer and Find. ..

Signal Filtsx Setup

Ctrlth

£dd Chanmel fFus. . .

STEP 2. Select Protocol Analyzer item in the Add Channel/Bus dialog box, expand the Other Type, and select
the BUS.

Add Channel/Bus E”E

Type Selection
" Channel ™ Bus (% Protocol Analyzer!

ﬂ Bl V1. 00, 00 (a1 pescnikiion
*

s

Find: |B

Tou hawe not regiztered the protocol analyzer,
please register first.

Enter Serial Eey: |Fleasze enter wou product key

Begister | Fet Serial Key |

‘ Hext | Cancel |
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STEP 3. Enter the Serial Key of the BUS under this Model, and then click the Register.
Add Channel/Bus

Type Selection
" Charmel " Eus

Description

EUS ¥1.00. 00 CHO1)

Find: |B

Tou hawe not registered the protocol analyrer,

please register first.
R e ——

Enter Serial Kef®JFlease enter wou product ey
’ Get Serial Key

‘ Hext | Cancel |

STEP 4. After the Register is successful, click the Next.
Add Channel/Bus

Type Selection
" Chanmel " Bus

Description

EUS ¥1.00.00(@CHI1)

&

Find: |[B|
1" Cancel
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2 User Interface

Please refer to the below images to select options of setting SLE4442 MODULE.
PROTOCOL ANALYZER SLE4442

Pin Assignmenk

CLE: A0 - o la - W RST:  |az -

Praotocol Analyzer Formak

Item Calor Data Formak Item Calar Data Formak

ATR -_| Defaut  w| Mo Effect -_| [Defaul =
Skart | Cukgoing Data -_I |Default -

Skop -_| Input Data -_I |Default -
Address -_| Diefault - Pracessing -_I |

Conkral o | Default -

Ciefault | Back | T ek Cancel |

Pin Assignment:

Selection of Protocol Analyzer SLE4442 channels:
1. CLK is the clock signal line, and its default is AQ.
2. 1/0 is the data signal line, and its default is Al.

3. RST is the reset signal line, and its default is A2.

When the RST is selected, the decoding is the 3-line mode, and the value of 1/O is read as the CLK is Rising
Edge. When the RST is not selected, the decoding is 2-line mode, and the default of RST is Low; the value of
I/O is also read as the CLK is Rising Edge.

Protocol Analyzer Format:

The color of the protocol analyzer can be varied by users. Users can set the Data Format of the ATR, Address,
Outgoing Data, Control, Input Data, No Effect as their requirements. When selecting the option, Activate, the
data format is decided by the settings in the Protocol Analyzer; when not selecting the option, Activate, the data
format is decided by the settings in the main program.
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3 Operating Instructions

STEP1: Select the Add Channel/Bus item on the pull-down menu of the Sampling(S) to open the Add
Channel/Bus dialog box.

SamplinglS)  Hardware(H) Dat

Single Fun FS
Repetitive Fun CLrl4+FS
Auka Run

Sampling Setup ...
Trigger and Find...  Ctkrl+F
External Trigger...

fdd Channel/Bus... Ctrl+E )

STEP 2: Select the Protocol Analyzer item in the Add Channel/Bus dialog box, expand the IC Interface,
select the SLE4442 and then click Next.

Add Channel/Bus |1|[z|
Type Selection
" Channel " Bus * Protocol Analyzer
4 PC System ~ Drescription
| =g |C [nterface

¥ &
. \ B
- *
SLE 44427 22 00[Ch

b/
) |
Find:
@ Cancel |
—
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STEP 3: Select the channel for CLK, I/O and RST.
PROTOCOL ANALYZER SLE44437

Pin Assignrment

CLE: a0

Protocol Analvzer Format

Ttem Colar Drata Format Ttem Colar Drata Format

ATR -_| Defaut  v| Mo Effect -_| Defalk
Skart Cutgoing Ciaka -_I Defaulk -

Skop -_I Input Data -_I Cefault -
Address -_I Default hd Processing

Zontrol v |Default -

Default | Back, |

STEP 4: Set the Protocol Analyzer Format.
PROTOCOL ANALYZER SLE4442

Pin Assignrment

CLE: a0 - I a1 - v RST: Az -

Protocol Analvzer Format

Item Color Data Formak Item Color Data Formak

ATR -_| Defaut  w|  MoEffect -_| Defaul
Skart Cutgoing Ciaka -_I Defaulk ]

Skop -_I Input Craka -_I Defaulk ]
Address -_I Defaulk - Pracessing -_I [
Conktrol o | Defaulk A

—

Default | Bark |

= 1 Ly ]

Cancel |

7/9

Copyright © ZEROPLUS TECHNOLOGY CO., LTD. All rights reserved. FMO7F1D
Publication Release:



Xr ’.\ FIVAI] " 2 123 B 2F 2F., No.123,Jian Ba Rd,
@Hgﬁﬁﬂgﬁﬁ FE ‘l a ?qgl : 886-2-66202225 Chung Ho City, Taipei Hsien, R.O.C.
i@gz 1 886-2-22234362 Tel: 886-2-66202225

Zeroplus Technology Co., Ltd. www.zeroplus.com.tw Fax: 886-2-22234362

STEP5: Click the Next to finish all settings.
PROTOCOL ANALYZER SLE4442

Pin &ssignment

CLE: a0 - I a1 - v RST: Az -

Pratocal Analyzer Format

Ttem Colar Drata Format Ttem Colar Draka Format

ATR -_| Defaut  v|  MoEffect -_| Defadk
Skart Cutgoing Ciaka -_I Default -
Stop -_I Input Crata -_I Im
Address -_I Default - Processing -_I

Control v |Default -

Default | Back,

Zancel

STEP 6: Please enter the Bus Name, select “Yes, please delete” or “No, please reserve” and then click Finish.
Add Channel/Bus

?IX

Pleaze input the Bus name:

[BLSD

* “ * Do pou want to delete the other Buges and channelz in the

software?
* " ez, pleaze delste
- : g
L] . i

I
Back Cancel |
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STEP 7: Following pictures show the completion of the protocol analyzer decoding and the packet list. The
trigger condition is set as Either Edge; the memory depth is 128K; the sampling frequency is 400KHz (the
sampling frequency should be more than eight times higher than the signal to be tested).

Protocol Analyzer Decodlng
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Packet # Name TimeStarmp | RETRIZO] ETRET2E SER IEEREE D Address| o Effect  Stop  NOURGENRG| ~
|1 ] E\usl(SLE4442) 0.025ms W45 OX5E

0x5F  Oxe0  0X61

4TR[31:24] | Start || Confrol | Address

Input Data Stop

ATR[21:24] Mo Effect Mo Effect Stop

Start 034
DEMO Jready
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