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1 Software Register

Please register the software as the following steps:

s Remarkl: The registration steps for all protocol analyzers are the same, you can complete the registration
by following procedures. Following is an example on how to register the Protocol Analyzer BUS.

% Remark2: We won’t have additional notice for you, when there is any modification of the module
specification. If there is some unconformity caused by the module version upgrade, users should take the
module software as the standard.

STEP 1.  Open the Logic Analyzer and select the Add Bus/Protocol Analyzer item on the pull-down
menu of the Sampling(S) to open the Add Bus/Protocol Analyzer dialog box.

Sampling(S)  DatalD)  Tools(T) wWind

Single Fun FS
Fepetitive Run Fe |
Auko Fun

Sampling Setup ...
Trigger and Find...

Signal Filker Setup...

Add Bus/Protocol Analyzer. ..

STEP 2.  Select the Protocol Analyzer item in the Add Bus/Protocol Analyzer dialog box, expand the Other
Type, and select the BUS.

Add Bus/Protocol Analyzer f'5_<|

Buz Type Selection
" Bus o Protocol dnalpzer

BUS 1 00.00(CNOT) Description

Digital Temperature Senzor

Fird B

“r'ou hawe not regiztered the protocol analyzer,
pleasze register first,

Enter Serial e Pleaze enter you product ken
Regizter ‘ Get Senal ey |
| Mext | Cancel |
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STEP 3.  Enter the Serial Key of the BUS under this Model, and then press the Register.

Add Bus/Protocol Analyzer [gl

Buz Type Selection
i Bus * Pratocol Analyzer

Drezcription

BIIS W00, 00[CHOT)

Digital Temperature Sensor

Find |8

r'ou hawe not regiztered the protocol analyzer,
pleasze register first,

Enter Serial ke QElease enter pou product key S
i_ Riegizter S et Senal key

| Mext | Cancel |

STEP 4.  After the Register is successful, press the Next.
Add BusfProtocol Analyzer [g|

Buz Type Selection
i~ Bus f* Protocol Analyzer

Drezcription

BIIS W00, 00[CHOT)

Digital Temperature Sensor

Find B
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2 User Interface

Please refer to the below image to select options of setting UNI/O Module.

PROTOCOL ANALYZIEE UNISO ['?| ﬁl
Pin Assignment Protocal Analyzer Property
S0 a1 R Inaccuracy Rake: 10%, -

Protocol Analvzer Format

Ttem Color Data Format Item Color Data Format
He:ader | MAK I—_|
Sk -_| Family Code -_| Defadt
Device Code -_| Cefault - Cormmand vo| | Defaulk A
Address -_| Drefault - Data -_I Diefaulk -
Crefault | Back. | Mext Cancel |

Pin Assignment:
SCIO: It is the signal channel of the UNI/O, and the default is AQ.

Protocol Analyzer Property:

Inaccuracy Rate: Set the Offset Range of the Rising Edge or Falling Edge which happens at the middle Bit of
the Manchester decoding. The default is “10%”; it means that it will judge the Edge in the range of 40% and
60% of the Bit. Users can choose the selectable value from the pull-down menu, which consists of 5%, 10%
and 15%.

Protocol Analyzer Format:

The color of protocol analyzer can be varied by users. The Items (Family Code, Device Code, Command,
Address, Data) can be set as Binary, Decimal, Hexadecimal, ASCII or Default. And the Data Format of these
Items (Family Code, Device Code, Command, Address, Data) in the Waveform Display Area and Packet List is
controlled by the Protocol Analyzer. The default Data Format is controlled by the main program and the Data
Format of these items is the Default.
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STEP 1. Select the Add Bus/Protocol Analyzer item on the pull-down menu of the Sampling(S) to open the
Add Bus/Protocol Analyzer dialog box.

Sampling(S)  Data(D)

Single Fun
Repetitive Run
Auko Fun

Sampling Setup ...
Trigger and Find...
Signal Filker Setup...

&dd Channel, ..

STEP 2.
Memory T

Tools(T) Wing

FS
F& |

Add Bus/Protocol Analyzer. ..

Bus Type Selection

press the Next.

™ Bus (% Protocol Analyzer

—- Mamory
TZC V2. 02 00 (CHO1)
SPI V1.13.01 (CHOL)
1-#IRE V1.10.00 ([CHC
3-WIRE ¥1.03.02 (CHC

LD Tl .
SAMSUNG K3 (HAND Fl-
MICROWIEE (EEFROM 02
SFT (EEFEON ATZSF1 %o
| ¥

|

Find: |

Deseription

THI 0, deweloped for
EEFROM by Microchip, 1=
a kind of transmizsion
interface. And it only
needs one signal line to
transmit the information
on the circuit
structure. At present,
the applied EEFROM i= an
EEFREOM of Micrachip
L11AAS11IE Series, and it
adopts the Manchester

( Hext i ) Cancel
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STEP 3. Set the Pin Assignment.

PROTOCOL ANALYZER UNRI/SO
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Protocal Analyzer Property

10% hd

DI Al - Inaccuracy Rate:

Protocol Analyzer Format

Item Color Daka Format Ttem Color [aka Format
Header -_| IAK,
SAK -_| Farmily Code -_| Default =
Device Code -_| Default - Cormmand v |Default -
Address -_| Default - Data -_I Default -
Default | Back. ‘ Mext | Cancel |
STEP 4. Set the Protocol Analyzer Property.

PROTOCOL ANALYZIER UNI/O

Pin Assignment Protocol Analyzer Property

10% -

SCICn el hd Inaccuracy Rate:

Prokocal Analkyzer Format

Item Colar Data Format Ttem Colar Diaka Format
Header m TAK ’—_|
SaK m Family Code -_| Defaulk v
Device Code -_‘ Default - Cammand | |Default -
Address -_‘ Default - Data -_I m

Default |

Back | Mext |

Cancel ‘
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STEP5.  Set the Protocol Analyzer Format.
PROTOCOL ANALYZER TNI/ O

Pin Assignment Protocaol Analvzer Properky

ST a0 - Inaccuracy Rate: 10%: b

Protocol Analvzer Format

Item Colar Data Farmat Item Colar Dakta Format
Header -_‘ A

SAK - B Famity Code [ [oefar =l
Device Code -_‘ DeeFault - Command m
Address m DieFault A Data -_| Diefault -

Default | Back. | Mext | Cancel ‘

STEP 6. Press the Next to finish all settings.
PROTOCOL ANALYZER UNI/ O

Fin Assignment Protocol Analyzer Property
SCIO: A - Inaccuracy Rate: 10%: -

Prokocol Anakyzer Format
Item Color Data Formak Item Color Data Format
Header -_‘ (Gt
SAK m Fanily Code -_| Defaulk =
Device Code -_‘ Default - Command v |Defaul -
Address m Diefault - Data -_| Diefault -

Default | Back. | Mext | Cancel ‘
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STEP 7. Please enter the Bus Name, select Yes, please delete or No, please reserve and then press
Finish.

Add Bus/Protocol Analyzer |E|E|

Flease input the Bus name:

BUS

Do woun want to delete the other Buses and chanmels
in the software?

{” Yes, please delete

Baclk I Finich |I Canecel |

STEP 8. Following pictures show the completion of the protocol analyzer decoding and packet list. The
memory depth is 16K; the sampling frequency is 1MHz. (the sampling frequency should be more than 10
times higher than the signal to be tested.)

Protocol Analyzer Decodmg

105 [44] 89us [ 88us | 89us [ 8%us | 28us | 89us | 89us [ad]a4 45| 133us _[44]44[45]44] 0us | 28us

2. T9ls
2. 791s
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Packet List

Mame TimeStamp

_ E\usl(UNIfO) 1.106ms

Busl(UNI,fO)

187.972ms Header MAK MNOSAK
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